
Description

The 5100 Series Hall effect portable gaussmeters represent the most recent design from the world leader in
magnetic measuring equipment. This new design incorporates the use of digital signal processing technology
making it the world's first hand.held gaussmeter to have a digital signal processor (DSP) on board. F.W Bell's
exclusive Dynamic Probe Connection allows measurements from 0 to 30 kG with a basic accuracy of 1%.

Key features include Auto Zero, Min./Max./Peak Hold, Auto Range and Relative Mode. Both models allow the user

to select Gauss or Tesla readings. The Model 5180 also has a selection for readings in Ampere/Meters and
features a corrected analog output (:t3V FS)and a USB communications port.

The 5100 Series Hand.Held Gaussmeter's built.in software eliminates the need for complex calibration
procedures. User prompts on the custom formatted LCD allow fast. simple push button operation. All models
come equipped with a detachable transverse probe, zero gauss chamber, instruction manual. hard carrying case,
and four AA batteries. Axial and other style probes are available as options.

Applicationsfor the 5100 Series range from the most sensitive laboratory environmentto the most rugged
industrialsetting.All instrumentsare CEcompliant.

Features

. The best accuracy in it's class

. Data logging capability

. 20X lower resolution

. Frequency Response 2X better than competitor

. The only handheld meter with DSP

(Digital Signal Processing)

. AutoZero

. Min/Max/PeakHold

. Auto Range

. RelativeMode

. Universal Serial Bus Interface

Rev.date09/2004




